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Text Box
B1-0-PCB & B1-0-PCB-L  CUT OUT DESIGN
IMPORTANT PCB DESIGNER NOTE: THE DIMENSIONS IN THIS PRINT ARE FOR THE FIT OF THE STAPLE WITH NO ADDED CLEARANCE FOR THE FREE FIT IN THE PCB SLOTS. THE PCB DESIGNER SHOULD ADD SOME CLEARANCE BETWEEN THIS GEOMETRY AND THE EXPECTED TOLERANCE ZONE OF THE PCB SLOTS INCLUDING PCB MANUFACTURING TOLERANCES AND PLATED THROUGH SLOTS, INNNER LAYERS, AND SOLDER PRE-TINNING OF COPPER SURFACES. 
STAPLES THAT ARE SUPPLIED BY IHI THAT ARE TIGHT TO THESE DIMENSIONS BELOW COULD BE AN INTERFERENCE FIT IN THE PCB SLOTS IF MADE WITH NO ALLOWANCE FOR A FREER FIT. 
WHEN THICK STOCK IS BENT SOME CUPPING CAN OCCUR WHICH GIVES A SLIGHT CURVE ACROSS THE LEG WHICH CONSUMES SOME OF THE SPACE IN THE SLOTS. 
STAPLES ARE FAIRLY STIFF SO THE AMOUNT OF SPRING COMPLIANCE IS LIMITED. IT CAN BE HARDER TO LINE UP THE PARTS DURING ASSEMBLY IF THE FIT IS TOO TIGHT. THE STAPLE MUST BE PRESENTED LEVEL WITH THE PCB. 
SINCE THE STAPLE IS .063" THICK AND THE SLOTS SHOULD BE  MORE THAN .073 WIDE, THE AVERAGE SOLDER THICKNESS WILL BE MORE THAN (.073" - .063" )/ 2 =    MORE THEN .005"  WHICH IS VERY ACCEPTABLE FOR THIS PRODUCT. 
 




NOT FOR USE WHERE FAILURE CREATES A HAZARD TO HUMAN HEALTH OR SAFETY. ALL PRODUCTS ARE SUBJECT TO THIS
FULL DISCLAIMER: http://www.ihiconnectors.com/disclaimer.html

FOR FURTHER INFORMATION ON THE PROPER USE OF THIS PRODUCT IN SPECIFIC APPLICATIONS SEE
http://www.ihiconnectors.com/GuideToFlexFlexibleFineStrandedWireCableMechanicalLugsFAQ.html
http://www.ihiconnectors.com/High_Amp_Wide_Trace_PCB_Wire_Connection.html
http://www.ihiconnectors.com/Technical-Data-Installation.htm


